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CubiScan 1200-AKL

Product Description

Applications/Benefits

 Dimensions freight quickly and accurately

* Provides actual volume or cubic volume (the tallest, widest, and deepest dimensions of the object
being measured)

* Can be equipped with or without optional floor-mounted deck scale

e Compatible with warehouse management, load planning, and shipping/manifesting software
packages

Freight Manifesting/Auditing Applications

* Can be installed in a portable configuration allowing it to easily be relocated in a freight facility
¢ Can be ceiling mounted allowing for 360 degree access to the measuring area

* Measures freight in any orientation

* Captures dimensional and reweigh data simultaneously

* Handles multi-piece, palletized, or non-palletized shipments

e Tare functions allows for subtraction of pallet dimensions and/or weight

* Outputs dimensions and weight in imperial or metric

More Highlights
¢ Includes an electronics cabinet and panel mounted PC controller, touch-screen monitor, and
integrated data collection software
* Real-time data transfer
and integration to
shipping/ manifesting
software systems
* Protects data integrity
* Uses sensing technology
that is safe for both
operators and package
contents
* Measures all colors and
shapes of freight
* Operates in any indoor
lighting condition
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Got big dimensioning tasks? Try the CubiScan
1200-AKL on for size.

The CubiScan 1200-AKL is a large-scale
static dimension scanning device that can work
in conjunction with a heavy-capacity floor scale
(or in a stand-alone position when weight is
not required). Its overhead-mounted sensor
configuration provides a comprehensive view of
the freight measurement area while allowing access
from any direction. In certain cases (depending
on location and facility characteristics) it can be
ceiling-mounted, providing unobstructed access for
the user and protection against equipment damage.
The powerful and accurate sensors measure freight
in any orientation and of virtually any shape, color,
or package material.

The CubiScan 1200-AKL utilizes advanced
Class 1 infrared laser sensing technology that is
safe for operators and freight (in accordance with
DIN EN 60825-1 usage regulations). Two laser
scanners are fixed to parallel guides that pass over
the freight (normally taking 10 to 15 seconds). The
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With a panel-mounted PC controller, touch-
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Larger, customized versions are available
CubiScan® and the Quantronix logo are registered trademarks of Quantronix, Inc.

Scanning New Dimensions™, Qbit™, QbitWIN™, and The FreightWeigh System™ are trademarks of
Quantronix, Inc. Windows® is a registered trademark of Microsoft Corporation.

CubiScan software and firmware are protected by international and domestic copyrights.

CubiScan® products incorporate technology protected by one or more of U.S. Patents 5,042,015, 5,105,392,
5,422,861, 5,606,534, 5,220,536, 5,636,028, 5,850,370, 6,049,836, 6,064,629, 6,298,009, 6,611,787, 6,850,464, QUANTRONIX
7,277,187 and D490,328 and corresponding international patents. Other U.S. and international patents
are pending.
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